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Key Feature

® Up to 4 megapixel high resolution
® Dual stream

® 4mm/emm fixed lens

® 120dB Wide Dynamic Range

® 3D Digital Noise Reduction

® Backlight Compensation

[

Support on-board storage, up to 128GB
DC12V & PoE

® Support H.264+

® Upto30m IR range

@ 3-axis adjustment

® |P67 weather-proof protection

® Metallic housing & bracket

Dimension

Ut mm

Infinitycen

BEYOND YOUR IMAGINATION

No.1 Market Share in Indonesia

Specification

Camera

Image Sensor
Min. lllumination
Shutter Speed
Lens

Lens Mount

Day &Night

DNR

1/3" Prograssive Scan CMOS

0.01Lux @ (F1.2, AGC ON), 0 Lux with IR

1/3 sto 1/10,000 5

4mm, 6mm @ F2.0, Angle of view: 83°(4mm) , 55.4°(Bmm)
M12

IR cut filter with auto switch

3D DNR

\Wide Dynamic Range  120dB

Compression Standard

Video Compression H.264 | MIPEG/H.264+
H.264 Type Main Profile

Video Bit Rate 32 Kbps ~ 16 Mbps
Dual stream Support

Image

Max. Resalution

May Frame Rate

Image Setting

BLC

RO Coder
Network
MNetwork Starage
Detection

Alarm Trigger

Protocols

General Functicn

Standard
Interface

Communicalion
Interface

General

Operating Canditions
Power Supply
Power Cansumption
IR Range

Material

Ingrzss Pretoction
Limensions

Weight

Order Models

L& 2C03042WD |

2BREX1520

S0Hz: MEIn strea m:20fps2EBEx 1520 25fpal 19201 080, 2afpe| 126020, Sub straam :25ms(3h2x 28 6], 20 foslaa0mda)
60Hz: Mzin stream: 20fps| 2688x1520), 30Fps{ 192051080 307o5{ 1 28007 20), Sub stream: 30fps|352x240), 30Fps| 640260

Rotate Mode, Saturation, Brightness, Contrast, Sharpness adjustable by dient sefiware or web browser

Support, zome configurable
Support

NAS [Suppert NFS.SMBJCIES), ANR
Intrusion detectlon, Une crossing detection, Metion detection, Dynamic analysis
Tampering alarm, Network discannect, IF address cantlict, Storage exception

TCR{IP, LIDP, ICMP, HTTP, HTTPS, FTE, DHCE, DNS, DRNS, RTF, RTSE, RTCF, PPPGE, NTF, LIPRF, SATE, SNMP,
IGMF, BOZ.1X, CoS, [Pv6, Bonjour

Cne-key resel, Antifliceer, heartbeal, mirror, password protection, privacy mask, watermark, P address
fittering, Anamymous access

GNVIF (PROFILE 5, FROFILE G), P3IA, CGI, 1SAPI

1 RJA5 10041000 Clhernel port.

-30 °C ~ B0 °C{-22 °F — 140 °F), Humidity 955 or less {non-mndensing)
D12V + 25%, PoF (B02.3af Class 3)

Max, 5W

Approx. A0 meters

Front Cever &Back Cover &Brackes: Metal

PG7

0154, 2%60,5 mm (28" k6,27 % 2,87

S00g {1.11bs)




